
 

 

 

CITY OF HIGH POINT 
AGENDA ITEM 

       
Title: Right-Of-Way Encroachment RE-22-0009  (PETERS DEVELOPMENT III LLC) 

 
From: 
 

Chris Andrews, Interim Planning & 
Development  Director 

 
Meeting Date: 
 

 
April 18, 2022 
 

Public Hearing: No Advertising Date: Not Applicable 

Attachments: 
A. Staff Report 
B. Site Location Map 
C. Exhibit Map 

Advertised By: Not Applicable 

 
 
PURPOSE:  
A request by PETERS DEVELOPMENT III LLC for an encroachment for the installation of 
landscaping and parking lot lights within the N. Wrenn St right-of-way. 
 
 
 
BACKGROUND:   
Staff report and recommendation is enclosed. 
 
 
BUDGET IMPACT:  
There is no budget impact. 
 
 
RECOMMENDATION / ACTION REQUESTED: 
Staff recommends approval of Right-Of-Way Encroachment RE-22-0009.  
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CITY OF HIGH POINT 

PLANNING AND DEVELOPMENT DEPARTMENT 

 

RIGHT-OF-WAY ENCROACHMENT 

RE-22-0009 

April 18, 2022 
 

Request 

Applicant: 

Peters Development III, 

LLC 

Proposal: 

A request for an encroachment for trees, shrubs, and parking lot 

lighting within the N Wrenn St right-of-way. 

 

 

Adjacent Streets 

Name: Classification: R/W Width: 

N Wrenn Street Collector 60 feet 
 

Analysis 
 

The applicant is requesting permission to allow the installation of 2 parking lot lights, 2 understory 

trees, 24 shrubs and 2 fountain grasses within the N Wrenn St right-of-way.  

 

The Technical Review Committee (TRC) reviewed this request and determined that the proposed 

encroachment would not affect public safety or interfere with maintenance needs. The proposed 

encroachments will be located outside pedestrian and vehicular travel ways and a 12-foot sidewalk 

is proposed. 

 

The exhibit map depicting the location of the proposed encroachments is attached. 

 
 

Recommendation 
 

The proposed location of the landscaping and parking lot lights do not hinder public safety or 
interfere with street or utility maintenance. Staff recommends approval of the requested right-of-
way encroachment as depicted on the easement exhibit drawings. 

  

Report Preparation 
 

This report was prepared by Planning and Development Department staff member Samuel G. 

Hinnant, CZO, CFM and was reviewed by Christopher Andrews, AICP. 
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RIGHT-OF-WAY ENCROACHMENT: RE-22-0009
Peters Development III LLC
650 North Main Street
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Trees
CODE Count COMMON_NAME BOTANICAL_NAME CALIPER SPREAD HEIGHT COMMENTS

ABS 3 'Autum Brilliance' Serviceberry Amelanchier x grandiflora 'Autumn
Brilliance'

1.5" Min. Ea. ---- 8-10' BB, Multi-stem, White
Flwrs

HOG 6 'Hearts of Gold' Redbud Cercis canadensis 'Hearts of Gold' 2" Min. ---- 8-10' BB, Specimen, Pink
Flowers

PAE 2 'Princeton' American Elm Ulmus americana 'Princeton' 2.5" ----- 12-14' BB, Specimen
RM 2 Red Maple Acer rubrum 2-2.5" ----- 12-14' BB, Specimen

PLANT LIST

1-PAE
NOTE:
A. Canopy Tree Size

1. Canopy trees shall have a minimum height at maturity of 40 feet or a minimum crown width of 30 feet.
2. All canopy trees shall have a minimum caliper size of 2 inches at planting.
3. Evergreen trees shall be a minimum of 6 feet in height at planting.

B. Understory Tree Size
1. Understory trees shall have a minimum height at maturity of 25 to 40 feet, except that trees to be placed below

overhead utility lines may not exceed a mature height of 20 feet.
2. Drought tolerant understory trees must have a minimum caliper size of 1 inch at planting.
3. All other understory trees must have a minimum caliper size of 2 inches at planting.

C. Shrub Size and Type
1. Required shrubs in a Type A landscape yard or shrubs located parallel to the edge of parking lots, access drives,

loading space, and outdoor storage shall be evergreen.
2. Required shrubs in a Type B landscape yard shall be 50 percent or more evergreen.
3. Required shrubs in a Type C landscape yard shall be 25 percent or more evergreen.
4. Required shrubs in a streetyard or in a Type D landscape yard may be evergreen or deciduous.
5. All shrubs must be at least a 3-gallon size and have a minimum height or spread of 15 inches at the time of planting.

Shrubs shall reach a minimum height of 36 inches and a spread of 30 inches within 3 years of planting.

NOTE:
5.5.15. - Landscape Yard Maintenance
A. General
The landowner is responsible for maintaining all required plant materials and landscape yards in good health and
appearance. Any dead, unhealthy, severely damaged, or missing plants (whether preserved or installed) must be
replaced with new plant material equal in quantity and quality. Replacement plant material shall be installed within 180
days of the date of owner notification. The obligation for continuous maintenance is binding on any subsequent owners of
the land, or any other parties having a controlling interest in the property.
B. Protection of Plant Material
The landowner or developer shall take actions to protect trees and landscaping from unnecessary damage during all
facility and site maintenance operations. When landscape yards are adjacent to parking lots or drives, plants shall be
protected from damage by vehicles, lubricants, or fuels.
C. Maintain Shape and Function
All required trees (whether canopy or understory) shall be maintained in their characteristic natural shape, be allowed to
reach their mature size, and shall not be severely pruned, sheared, topped, or shaped as shrubs. Trees (including, but
not limited to crepe myrtles) that have been so altered, such that they no longer serve their intended function as trees
within the landscaping yard, shall be considered as damaged vegetation and shall be replaced in accordance with this
section.
D. Trimming and Pruning
Trimming and pruning of trees shall be conducted in compliance with ANSI standards and the Development Guide.
Shrubs shall be maintained in a way that does not obstruct sight distances at public street intersections, obstruct traffic
signs or devices, or interfere with the use of sidewalks or pedestrian trails.

TECHNICAL REVIEW COMMITTEE ENDORSEMENT BLOCK FOR SITE PLANS
APPROVED BY THE TECHNICAL REVIEW COMMITTEE FOR 12 MONTHS (DEV.# GP-21-0005), SUBJECT TO THE APPROVAL OF ANY
REQUIRED STREET AND UTILITY PLANS AND PROFILES AND APPROVAL OF A SEPARATE LAND-DISTURBING PERMIT AND/OR
EROSION CONTROL PLAN.

DIRECTOR OF PLANNING AND DEVELOPMENT DATE
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BEFORE YOU DIG!
CALL 811 N.C. ONE-CALL CENTER

IT'S THE  LAW!

1-ABS

1-PAE

PARKING LOT INTERIOR PLANTING REQUIREMENTS (46 SPACES)
REQUIRED: 1 CANOPY TREE/ 12 PARKING SPACES=  4 CANOPY TREES
ALL SPACES WITHIN 80' OF A TREE. (COMMERCIAL)
PROVIDED:
4 NEW CANOPY TREES TO SATISFY REQUIREMENT. ALL SPACES
WITHIN 80' OF A TREE.
TREES COUNTED TOWARD REQUIREMENT DENOTED WITH               .1-XXX

MULCH EDGE @ LAWN OR PAVEMENT
NO SCALE

3" MULCH MIN.

ADJACENT LAWN
OR PAVEMENT

PLANT BED
SHOVEL CUT PLANTING BED EDGE

3" DEEP SO THAT LAWN OR
PAVEMENT WILL RETAIN MULCH

SPECIFIED SOIL MIXTURE

EXISTING SUBGRADE

'B''A'

'A' AND 'B' GRADE TREES

'A' GRADE TREE
WITH STRAIGHT,

MAIN LEADER

'B' GRADE TREE WITH
2 OR MORE LEADERS,

THUS, A 'Y' FORK

ACCEPTABLE UNACCEPTABLE
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SHRUB PLANTING DETAIL
NO SCALE

SHRUBS IN BEDS SHALL HAVE
ENTIRE BED PREPARED, RATHER
THAN INDIVIDUAL PLANT HOLES.

REMOVE CONTAINER OR WRAPPING,
EXCEPT BURLAP, COMPLETELY FROM
SHRUB, REMOVE BURLAP FROM TOP.

SOIL BACKFILL MIXTURE
SEE SPECIFICATIONS

SET TOP OF  BALL 1-2"
ABOVE FINISHED GRADE.

3-4" MULCH
4"-6"

4" MIN.

6" MIN.

TREE   PLANTING   DETAIL
FOR SMALL TREES WITH A LOW BRANCHING HABIT

NO  SCALE

4"-6"

4" MIN.

PRUNE DEAD AND DAMAGED
LIMBS AS NECESSARY

3 PIECES REINFORCED RUBBER HOSE.

4" MULCH.  DO NOT LEAVE SOIL ON BURLAP.

3 NO. 12 GAUGE GALVANIZED WIRE
POSITIONED AT 120 DEGREES
AROUND THE TREE.

ALL SYNTHETIC STRAPS, BANDS AND
TWINE SHALL BE REMOVED FROM 1/4
TO 1/3 OF THE TOP OF THE ROOT
BALL AND ALL ROPES OR WIRES
SHALL BE REMOVED FROM THE
PLANT'S TRUNK OR CROWN.3 - 2" X 2" X 3' TREATED STAKE.

SCARIFY ALL EDGES OF TREE PIT

HOLE DIAMETER FOR BALL SHALL
BE  TWICE BALL DIAMETER.

SOIL BACKFILL MIXTURE.
SEE SPECIFICATIONS.

BALLS GREATER THAN 2' DIAMETER
SHALL SIT ON MOUND OF UNDISTURBED

SOIL TO  PREVENT SETTLING.

TREE   PLANTING   DETAIL
FOR TREES 1" THRU 3 1/2" CAL.

NO  SCALE

4"-6"

4" MIN.
SCARIFY EDGES OF TREE PIT

HOLE DIAMETER FOR BALL UP TO 2'
SHALL BE TWICE BALL DIAMETER. HOLE
FOR BALL 2' AND GREATER SHALL BE 2'
LARGER THAN BALL DIAMETER.

2 X 2 X 9' TREATED STAKE.

NO. 12 GAUGE GALVANIZED WIRE.

PRUNE DEAD AND DAMAGED
LIMBS AS NECESSARY2 PIECES REINFORCED RUBBER HOSE

4" MULCH.  DO NOT LEAVE
SOIL ON BURLAP.

SOIL BACKFILL MIXTURE.
SEE SPECIFICATIONS.

BALLS GREATER THAN 2' DIAMETER SHALL SIT ON
MOUND OF UNDISTURBED SOIL TO  PREVENT SETTLING.

ALL SYNTHETIC STRAPS, BANDS AND
TWINE SHALL BE REMOVED FROM 1/4 TO
1/3 OF THE TOP OF THE ROOT BALL AND

ALL ROPES OR WIRES SHALL BE REMOVED
FROM THE PLANT'S TRUNK OR CROWN.
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1-HOG

3-STH

10-STE

3-KOR
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SCALE:

STONE MULCH AND EDGING
NTS 1

3"

3"

EXISTING SUBGRADE

4 OZ. NON-WOVEN NEEDLE PUNCHED GEOTEXTILE
FABRIC UNDERLINER, OVERLAP METAL EDGING
(TYP).

3" MIN. DEEP #57 WASHED STONE

3" DEEP DECORATIVE STONE MULCH
SEE PLAN FOR LIMITS, COLOR AND PROVIDER

PLANT BED OR LAWN AREA

1/8" X 6" MIN. METAL EDGING

12" MIN. METAL STAKE, 3' O.C. MIN.

North Wrenn Street
(Public R/W)

North Main Street
(Public R/W)
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White Rock Mulch (Typ.); See Det. 1 on this sheet

White Rock Mulch (Typ.);
See Det. 1 on this sheet

GROUNDCOVERS / PERENNIALS
CODE COUNT COMMON NAME BOTANICAL NAME CALIPER HEIGHT SPREAD SPACING COMMENTS

VL 50 Variegated Liriope Liriope muscari 'Variegata' ---- Full Full 12" o.c. Container, 3-bibs

PARKING PERIMETER PLANTING (120 LF)
REQUIRED: 2 UNDERSTORY TREES/ 100 LF = 3 UNDERSTORY TREES

12 SHRUBS/ 100 LF = 15 SHRUBS (EVERGREEN)
PROVIDED: 3 UNDERSTORY TREES

17 SHRUBS (ALL EVERGREEN)

50-VL @ 12" OC

Shrubs
CODE Count COMMON_NAME BOTANICAL_NAME CALIPER SPREAD HEIGHT COMMENTS

ACR 12 Amber Flower Carpet Rose Rosa x 'NOA97400A' ---- 18-24" 18-24" Container, Yellow-Pink
Flowers

CML 8 'Carolina Moonlight' Loropetalum Loropetalum chinense 'NCI 002 PP# 18,977' ---- 12-18" 18-24" Container
DBH 5 Dwarf Burford Holly Ilex cornuta 'Burfordi Nana' ---- 18-24" 18-24" Container
DFG 6 'Cassian' Fountain Grass Pennisetum alopecuroides 'Cassian' ---- 12-15" 15-18" Container
DWA 9 'Delaware Valley White' Azalea Azalea x 'Delaware Valley White' ---- 18" Min. 15-18" Container, White Flwrs
KOR 3 'Knock Out' Rose Rosa 'radrazz' ---- 18-24" 18-24" Container, Red Flowers
STE 38 'Steeds' Japanese Holly Ilex crenata 'Steeds' ---- 12-15" 24"Min. Container
STH 11 'Soft Touch' Holly Ilex crenata 'Soft Touch' ---- 15" Min. 12" Min. Container
VJD 13 Vintage Jade Distylium Distylium 'Vintage Jade' ---- 24" Min. 18" Min. Container

80'

1-ABS

STREETYARD PLANTING (122 LF)
REQUIRED: 2 UNDERSTORY TREES/ 100 LF = 3 UNDERSTORY TREES

17 SHRUBS/ 100 LF = 17 SHRUBS (EVERGREEN)
PROVIDED: 2 UNDERSTORY TREES

18 SHRUBS (ALL EVERGREEN)

STREETYARD PLANTING (100 LF)
REQUIRED: 2 UNDERSTORY TREES/ 100 LF = 2 UNDERSTORY TREES

17 SHRUBS/ 100 LF = 17 SHRUBS (EVERGREEN)
PROVIDED: 2 UNDERSTORY TREES

17 SHRUBS (ALL EVERGREEN)

1-RM

3-STH 1-HOG

1-HOG1-HOG

1-HOG

1-HOG

2-DWA

2-DWA

3-DWA

1-CML
1-CML

10-STE

10-STE 8-STE 6-STE

4-VJD5-VJD
4-VJD

2-ACR2-ACR
2-ACR

2-ACR
2-ACR

2-ACR

Proposed Light Poles to be installed
by City of High Point (location subject to
change)

PARKING PERIMETER PLANTING REQUIREMENTS (342 LF)
REQUIRED: 2 UNDERSTORY TREES/ 100 LF = 7 UNDERSTORY TREES

12 SHRUBS/ 100 LF = 41 SHRUBS (EVERGREEN)
PROVIDED: 8 UNDERSTORY TREES

52 SHRUBS (ALL EVERGREEN)

1-RM

Landscaping on N. Main Street subject to
Encroachment Agreement approval by NCDOT.

LANDSCAPE INTO R.O.W. 01/31/221
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01/31/22
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